EXPLOSION-PROOF STAINLESS STEEL CCTV
CAMERA DECODER RECEIVER

WHEN SAFETY AND PERFORMANCE MATTERS AXCR-1

EXPLOSION-PROOF STAINLESS STEEL
CCTV CAMERA DECODER RECEIVER

® Stainless Steel with special corrosion proof paint for
maximum corrosion protection

Certified to EEx d IIB + H2 T6 (ATEX Directive
94/9/EC)

Weather Resistant to IP68 & NEMA 4X Standards
Designed for ease of installation and minimal
maintenance

Supplied with 6 outlets

Adjustable lens voltage

Aucxiliary outputs

Date Rate & Address Selectable

Multi-protocol Decoder Receiver

For use with AXNPTZ-3 Explosion-proof
Ruggedized Pan-Tilt-Zoom Camera Station

$35338 33

RUGGED ¢ DURABLE ¢ HIGH PERFORMANCE

The AXCR-1 Explosion proof camera decoder receiver has been designed and developed specifically for use in
designated Hazardous Areas locations for Offshore, Marine and Industrial applications. Certified by Sira, the
leading ATEX certification body in U.K, to meet the most stringent explosion proof requirements and ensure
consistently high performance and durability under harsh and extreme conditions. Its stringent ATEX certification
allows safe functioning at locations where ignitable concentrations of flammable gases or liquid vapors are
present during normal operation. Groups covered include acetylene, hydrogen, ethylene and methane, all highly
explosive gases.

The AXCR-1 is a Stand-alone Multi-protocol Decoder Receiver which offers control of the Pan & Tilt, Camera
Lens and other equipment such as light and window wiper and can be used with any system that transmits D or
P Protocols.

Standard features include 64 Presets. All units are factory configured for 220VAC input and 12VDC camera
voltage. The AXCR-1 can also be configured for 24VAC Input voltage upon request.

The Stainless Steel Construction makes the AXCR-1 Explosion proof camera decoder receiver ideal for safe &
reliable performance at locations such as marine vessels, offshore platforms & drill rigs, oil and gas sites,
chemical processing plants, petrochemical refineries and many other industrial locations and applications. For
added durability and protection against the elements, the AXCR-1 Explosion proof camera decoder receiver is
coated with a special corrosion-proof paint. With its IP68 and NEMA 4X rating, the AXCR-1 is completely
protected for the most extreme and harshest environments.

For potentially high-risk environments where the dangers to lives and property are ever present, the AXCR-1
Explosion proof camera decoder receiver is the ideal choice to ensure maximum safety and minimal operational
risk.
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TECHNICAL SPECIFICATIONS

CERTIFICATION
Sira 0BATEX1308

EXPLOSION-PROOF STAINLESS STEEL CCTV
CAMERA DECODER RECEIVER

AXCR-1

€9 11 2 G EEx d IIB + H2 T6 (ATEX Directive 94/9/EC)

C€0518

INGRESS PROTECTION
IP 68

NEMA 4X

ELECTRICAL

Input Voltage

Input Voltage Range
Pan/Tilt Output Voltage

Lens Output Voltage
Camera Voltage

Power Consumption

MECHANICAL
Inner Size

Cable Outlets
Entry Size
Installation
GENERAL
Construction
Finish

Unit Weight
Shipping Weight
ENVIRONMENT
Air Pressure
Temperature
Humidity
ELECTRICAL CONNECTIONS
2 pin connector
3 pin connector
5 pin connector
4 pin connector
6 pin connector

4 pin connector

24VAC, 220VAC, 50/60Hz
+10%

220VAC / 0.5A

24VAC /1A

6VDC-12VDC adjustable
12VDC / 0.5A, 220VAC / 0.5A

Pan/Tilt 30W
Camera 6w
Lens 2W

Receiver 15W

230(L) x 170(W) x 85(H)

6

3/4”

Wall Mount / Base / Bracket

304L or 316L Stainless Steel

Special Corrosion-proof paint in Grey Color
23 KG

26 KG

86~106KPa
-20°C to +40°C
<95%RH (+25°C)

Power Input

RS485 Control Input
Pan/Tilt Control Output
Lens Control Output
Preset Control

2 Relay Outputs
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