EXPLOSION-PROOF STAINLESS STEEL
INTEGRATED PTZ CCTV CAMERA STATION

AXNPTZ-3

EXPLOSION-PROOF STAINLESS STEEL
RUGGEDIZED INTEGRATED PAN-TILT-ZOOM
CAMERA STATION

| ®» Electro polished Stainless Steel with optional
| special corrosion proof paint for maximum
| corrosion protection

Certified to EExd IIC T6 (ATEX Directive 94/9/EC)
Designed for minimal maintenance
Weather Resistant to IP66 & NEMA 4X Standards
Quick and simple electrical system
Various Camera Options - High-resolution color
camera, day/night camera, and where required, we
can fit a camera & lens combination to meet your
requirements, subject to size limitations
Window wiper is fully integrated into the enclosure
and supplied with unit, along with sunshield
Various lengths of composite tails available
Used with external AXCR-1 Ex-Camera Receiver
Optional washer system AXN PTZ-3
Optional IP Module
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RUGGED & DURABLE & HIGH PERFORMANCE

The AXNPTZ-3 is a innovative integrated positioning system that has been designed and developed specifically
for use in designated Hazardous Areas locations for Offshore, Marine and Industrial applications. Certified by
Sira, the leading ATEX certification body in U.K, to meet the most stringent explosion proof requirements and
ensure consistently high performance and durability under harsh and extreme conditions. Its stringent ATEX
certification allows safe functioning at locations where ignitable concentrations of flammable gases or liquid
vapors are present during normal operation. Groups covered include acetylene, hydrogen, ethylene and
methane, all highly explosive gases.

The AXNPTZ-3 not only combines pan/tilt and enclosure in a single, easy-to-install system, with no cable
connection between Pan/Tilt and Camera Housing, but also allows different combinations of high performance
cameras with Lens and IOP modules.

For a wide range of applications, the AXNPTZ-3 features a choice of various high-resolution camera options for
creating images of crystal clear detail: High-resolution color camera, day/night camera and IP module. Where
required, the units can be customized to fit a camera & lens combination to meet your specific requirements.

The Electro Polished Stainless Steel Construction makes the AXNPTZ-3 ideal for safe & reliable performance at
locations such as marine vessels, offshore platforms & drill rigs, oil and gas sites, chemical processing plants,
petrochemical refineries and many other industrial locations and applications. For added durability and
protection against the elements, the AXNPTZ-3 is also available with a special corrosion-proof paint in various
colors.

The AXNPTZ-3 is supplied with a window wiper and sunshield. The window wiper is completely integrated into
the enclosure and does not interfere with the viewing range of the system.

For potentially high-risk environments where the dangers to lives and property are ever present, the AXNPTZ-3
is the ideal choice to ensure maximum safety and minimal operational risk.
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EXPLOSION-PROOF STAINLESS STEEL
INTEGRATED PTZ CCTV CAMERA STATION

WHEN SAFETY AND PERFORMANCE MATTERS

AXNPTZ-3

TECHNICAL SPECIFICATIONS

CERTIFICATION
Sira 08ATEX1160

€ 11 2 G EEx d IIC T6 (ATEX Directive 94/9/EC)

C€o518

INGRESS PROTECTION

IP 66

NEMA Type 4X
ELECTRICAL

Input Voltage

Input Voltage Range

Power Consumption
Electrical Connection

110 - 240 VAC, 50/60 Hz
+10%

Maximum 85W

Composite Cable comprising :
3 core for power

11 core for control & Preset
Coaxial for video

MECHANICAL

Pan Movement 350° Pan Rotation

Vertical Tilt Unobstructed +90° to -90°

Pan/Tilt Speed 3.8°/ sec

Water Tank (Optional) 1.5 Liter

Tank Weight 6kg

GENERAL

Construction 304L or 316L Stainless Steel

Finish Electro Polish or optional Special Corrosion-proof paint in different
colors

Unit Weight 38 Kg

Shipping Weight 45 Kg

ENVIRONMENT

Air Pressure 86~106KPa

Temperature -25°C to +60°C

Humidity <95%RH (+25°C)

o518

—
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