INDUCTIVE SENSOR

IB SERIES

* Inductive Sensor, IB Series
» Detect objects made of metals

* Housing sizes Square Type,
M8, M12, M18, M30

vDC  : M8, M12, M18, M30
and Square Type

VAC :M18 and M30
* Housing with cable
* Mounting flush or non-flush
* Normally Opened only
* LED indication function
* High noise immunity

Model Square Type, 17mm x 17mm M8 Mi12
Installation Flush Flush Non-Flush Flush Non-Flush
Sensing Distance, Sn 5mm Tmm 2mm 2mm 4mm
Operating Voltage, V VDC! vDC! vDC!
Voltage Drop, V =2 =2 =2
Switching Frequency, Hz =500 =800 =800 | <400
Operating Current, mA 0 to 200 0to 200 0to 200

No Load Supply Current, mA <0.5 <0.5 <0.5
Indication LED, Red LED, Yellow LED, Yellow
Ambient Temperature -25to 70°C -10 fo 65°C -10 to 65°C
Protection Degree IP 67 IP 66 IP 66

Polarity Reversal Protected No No No
Connection Type 2m, PVC cable 2m, PVC cable 2m, PVC cable
Housing Material ABS BRASS BRASS
Sensing Face ABS ABS ABS

Housing Length, mm 36 45 | 45 55 | 55

SELECTION PART NUMBER

NO Contact, NPN
NO Contact, PNP

NO Contact
Normally Stocked

IBF-SN5C
IBF-SP5C

IBF-8N1C
IBF-8P1C

IBN-8N2C
IBN-8P2C

IBF-12N2C
IBF-12P2C

IBN-12N4C
IBN-12P4C

Model M18 M30

Installation Flush Non-Flush Flush Non-Flush
Sensing Distance, Sn 5mm 8mm 10mm 15 mm
Operating Voltage, V vDC! VA.C? VvDC! VA'C? VDC! VAC2 vDC! VAC?
Voltage Drop, V =2 =10 =2 =10 =2 =10 =2 =10
Switching Frequency, Hz =400 =20 =200 =20 =100 =20 =100 =20
Operating Current, mA 0to200 | 0to300 | 0to200 | 0to 300 | Oto200 | 0to 300 | Oto200 | Oto 300
No Load Supply Current, mA <0.5 <0.5

Indication LED, Yellow LED, Yellow

Ambient Temperature -10 to 65°C -10 fo 65°C

Protection Degree IP 66 IP 66

Polarity Reversal Protected No No

Connection Type 2m, PVC cable 2m, PVC cable

Housing Material BRASS BRASS

Sensing Face ABS ABS

Housing Length, mm 55 | 65 | 5 | 65 55 | 65 | 8 | 65

SELECTION PART NUMBER

NO Contact, NPN

NO Contact, PNP

NO Contact
Normally Stocked

IBF-18N5C
IBF-18P5C

IBN-30Y10D






