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Industrial Serial Server
GW51C-MAXI

Specifications

System

CPU

Flash

RAM

EEPROM

Watchdog

Ethernet

Compliance

Port

Transmission Rate

Connector

Auto MDI/MDI-X

Link Mode

TCP Server

TCP Client

UDP

Serial

Interface

Ports

Baud Rate

Parity

Data Bits

Stop Bits

Flow Control

Connector

Protection

Power

Input

Consumption

Environment

Operating

Storage

Dimension

W x H x D

Software

Configuration

Virtual Com

Support Protocol

Ordering Information

GW51C-MAXI-WDT

16-bit x86 Embedded CPU

512 KBytes

512 KBytes SDRAM

512 Bytes

Hardware built-in

IEEE802.3

1-port

10/100Mbps Auto-detection

RJ-45

No

Up to 4 connections or Virtual Com mode

Single destination

Single destination

RS-232/422/485 switch selectable

1-port

1200bps~230Kbps

None, Odd, Even, Mark, Space

7, 8

1, 2

None, Software: Xon/Xoff, Hardware: RTS/CTS

5-pin 5.08mm terminal block / 8-pin Mini DIN

15KV ESD

DC 9 ~ 30V

Max. 2.8W

0ºC~60ºC

-40º ~ 85ºC ( -40º~ 185ºF ), 5 ~ 95%RH

45mm x 91mm x 80mm

Web Page / Telnet / Serial console / Windows utility

Windows port redirection software

ICMP, TCP(UDP) / IP, DHCP client,  SNMP, SMTP, HTTP, Telnet

1-port switch selectable RS-232/422/485 (Terminal Block) serial serverlity

TCP Client mode

Card Reader

Card Reader

Remote Control
Host

RS-232/RS-485

GW51C-MAXI

GW51C-MAXI

Ethernet

UDP mode

RS-232/RS-485

GW51C-MAXI

Ethernet

Display

Tunneling mode

PLC

Touch Screen

RS-232/RS-485

GW51C-MAXI

GW51C-MAXI

Ethernet

GW51C-MAXI  Front Panel

45.00mm

91
.0

0m
m

RUN COM LAN

ON OFF

DSR
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DTR

CTS/T-
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RxD/R+

S.G

S.G.

RTS/R-
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VIN+

SW2
SW1

SW1

OFF

ON

SW2

OFF

ON

OFF

ON

MODE

RS-232

CONSOLE

RS-485

RS-422

LAN

RUN LAN

ON OFF
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DTR
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DCD

RxD/R+

S.G

S.G.

RTS/R-
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SW1

SW1
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ON

SW2

OFF

ON

OFF
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MODE

RS-232

CONSOLE

RS-485

RS-422

LAN

RS-232/422/485 
Mini-Din Connector

RS-232/422/485 
Mini-Din Connector

LED IndicatorLED Indicator

Power Supply
Input Connector

Power Supply
Input Connector

Mode SwitchMode Switch

RS-232/422/485 Mini-Din
Pin Assignment
RS-232/422/485 Mini-Din
Pin Assignment

10/100Mbps Ethernet10/100Mbps Ethernet

Mode Switch TableMode Switch Table
RS-232/422/485  Terminal

Block Connector
RS-232/422/485  Terminal

Block Connector

TCP Server Mode
Computer

PLC

RS-232/RS-485

GW51C-MAXI

Ethernet


